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Sentinel Inspection Services

720 Oakley Street, Emeryville, CA

INSPECTION DETAILS
1. General Details
Materials:
• The following people were present at the inspection:
• The agent
• The clients
• This residence is a single family, one story home.
• The residence was vacant and it didn't have any furnishings.
What We Inspect: A Home Inspection is a non-invasive visual examination of a residential dwelling,
performed for a fee, which is designed to identify observed material defects within specific components
of said dwelling. Components may include any combination of mechanical, structural, electrical,
plumbing, or other essential systems or portions of the home, as identified and agreed to by the Client
and Inspector, prior to the inspection process.
A home inspection is intended to assist in evaluation of the overall condition of the dwelling. The
inspection is based on observation of the visible and apparent condition of the structure and its
components on the date of the inspection and not the prediction of future conditions.
A home inspection will not reveal every concern that exists or ever could exist, but only those material
defects observed on the day of the inspection.
A material defect is a condition with a residential real property or any portion of it that would have a
significant adverse impact on the value of the real property or that involves an unreasonable risk to
people on the property. The fact that a structural element, system or subsystem is near, at or beyond the
end of the normal useful life of such a structural element, system or subsystem is not by itself a material
defect.
An Inspection report shall describe and identify in written format the inspected systems, structures, and
components of the dwelling and shall identify material defects observed. Inspection reports may contain
recommendations regarding conditions reported or recommendations for correction, monitoring or
further evaluation by professionals, but this is not required.
INTRODUCTION
We appreciate the opportunity to conduct this inspection for you! Please carefully read your entire
Inspection Report. Call us after you have reviewed your emailed report, so we can go over any questions
you may have. Remember, when the inspection is completed and the report is delivered, we are still
available to you for any questions you may have, throughout the entire closing process.
Properties being inspected do not "Pass" or "Fail.” - The following report is based on an inspection of the
visible portion of the structure; inspection may be limited by vegetation and possessions. Depending
upon the age of the property, some items like GFI outlets may not be installed; this report will focus on
safety and function, not current code. This report identifies specific non-code, non-cosmetic concerns
that the inspector feels may need further investigation or repair.
For your safety and liability purposes, we recommend that licensed contractors evaluate and repair any
critical concerns and defects. Note that this report is a snapshot in time. We recommend that you or your
representative carry out a final walk-through inspection immediately before closing to check the
condition of the property, using this report as a guide.
PURPOSE AND SCOPE
This Inspection Report is supplemental to the Property Disclosure Statement.
This document was prepared as a report of all visual defects noted at the time and date of the inspection.
It is not necessarily an all-inclusive summary, as additional testing or inspection information/processes
and analysis may be pending. It is subject to all terms and conditions specified in the Inspection
Agreement.
It should be noted that a standard pre-purchase inspection is a visual assessment of the condition of the
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structure at the time of inspection and is subject to day-to-day changes. The inspection and inspection
report are offered as an opinion only, of items observed on the day of the inspection. Although every
reasonable effort is made to discover and correctly interpret indications of previous or ongoing defects
that may be present, it must be understood that no guarantee is expressed nor implied nor responsibility
assumed by the inspector or inspection company for the actual condition of the building or property
being examined.
This firm endeavors to perform all inspections in substantial compliance with the International
Standards of Practice for Inspecting Commercial Properties (www.nachi.org/comsop). The scope of the
inspection is outlined in the Inspection Agreement, agreed to and signed by the Client. Our inspectors
inspect the readily accessible and installed components and systems of a property as follows: This report
contains observations of those systems and components that are, in the professional opinion of the
inspector authoring this report, significantly deficient in the areas of safety or function. When systems or
components designated for inspection in the Standards are present but are not inspected, the reason the
item was not inspected may be reported as well.
This report summarizes our inspection conducted on this date at the above address.
EXCLUSIONS AND LIMITATIONS
The inspection is supplemental to the Property Disclosure Statement. It is the responsibility of the Client
to obtain any and all disclosure forms relative to this real estate transaction. The client should
understand that this report is the assessment of a Property Inspection Consultant, not a professional
engineer, and that, despite all efforts, there is no way we can provide any guaranty that the foundation,
structure, and structural elements of the unit are sound. We suggest that if the client is at all
uncomfortable with this condition or our assessment, a professional engineer be consulted to
independently evaluate the condition, prior to making a final purchase decision.
This inspection is limited to any structure, exterior, landscape, roof, plumbing, electrical, heating,
foundation, bathrooms, kitchen, bedrooms, hallway, and attic sections of the structure as requested,
where sections are clearly accessible, and where components are clearly visible. Inspection of these
components is limited, and is also affected by the conditions apparent at the time of the inspection, and
which may, in the sole opinion of the inspector, be hazardous to examine for reasons of personal or
property safety. This inspection will exclude insulation ratings, hazardous materials, retaining walls,
hidden defects, buried tanks of any type, areas not accessible or viewable, and all items as described in
Sections 4 and 10 of the Inspection Agreement. As all buildings contain some level of mold, inspecting for
the presence of mold on surfaces and in the air is not a part of the actual inspection, but is a value added
service to help you, the client, minimize the risks and liabilities associated with Indoor Air Quality.
The International Standards of Practice for Inspecting Commercial Properties are applicable to all
commercial properties. They are not technically exhaustive and do not identify concealed conditions or
latent defects. Inspectors are not required to determine the condition of any system or component that is
not readily accessible; the remaining service life of any system or component; determination of correct
sizing of any system or component; the strength, adequacy, effectiveness or efficiency of any system or
component; causes of any condition or deficiency; methods, materials or cost of corrections; future
conditions including but not limited to failure of systems and components; the suitability of the property
for any specialized use; compliance with regulatory codes, regulations, laws or ordinances; the market
value of the property or its marketability; the advisability of the purchase of the property; the presence
of potentially hazardous plants or animals including but not limited to wood destroying organisms or
diseases harmful to humans; mold; mildew; the presence of any environmental hazards including, but
not limited to toxins, carcinogens, noise, and contaminants in soil, water or air; the effectiveness of any
system installed or methods utilized to control or remove suspected hazardous substances; the
operating costs of any systems or components and the acoustical properties of any systems or
components.
Inspectors are not required to operate any system or component that is shut down or otherwise
inoperable; any system or component which does not respond to normal operating controls or any shut
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off valves or switches. Inspectors are not required to offer or perform any act or service contrary to law;
offer or perform engineering services or work in any trade or professional service. We do not offer or
provide warranties or guarantees of any kind or for any purpose. Inspectors are not required to inspect,
evaluate, or comment on any and all underground items including, but not limited to, septic or
underground storage tanks or other underground indications of their presence, whether abandoned or
active; systems or components that are not installed; decorative items; systems or components that are
in areas not entered in accordance with the International Standards of Practice for Inspecting
Commercial Properties; detached structures; common elements or common areas in multi-unit housing,
such as condominium properties or cooperative housing.
Inspectors are not required to enter into or onto any area or surface, or perform any procedure or
operation which will, in the sole opinion of the inspector, likely be dangerous to the inspector or others
or damage the property, its systems or components; nor are they required to move suspended ceiling
tiles, personal property, furniture, equipment, plants, soil, snow, ice or debris or dismantle any system or
component, or venture into confined spaces. Our inspectors are not required to enter crawlspaces or
attics that are not readily accessible nor any area which has less than 36” clearance or a permanently
installed walkway or which will, in the sole opinion of the inspector, likely to be dangerous, inaccessible,
or partially inaccessible to the inspector or other persons, or where entry could possibly cause damage
to the property or its systems or components. Inspector wants the Client to know that he is not a
licensed Professional Engineer or Architect, and does not engage in the unlicensed practice of either
discipline. Opinions contained herein are just that.
A WORD ABOUT RODENTS, VERMIN, AND PESTS
Vermin and other pests are part of the natural habitat, but they often invade buildings. Rats and mice
have collapsible rib cages and can squeeze through even the tiniest crevices. And it is not uncommon for
them to establish colonies within basements, crawlspaces, attics, closets, and even the space inside walls,
where they can breed and become a health-hazard. Therefore, it would be prudent to have an
exterminator evaluate the structures to ensure that it is rodent-proof, and to periodically monitor those
areas that are not readily accessible.
A WORD ABOUT CONTRACTORS AND 20-20 HINDSIGHT
A common source of dissatisfaction with inspectors sometimes comes as a result of off-the cuff
comments made by contractors (made after-the-fact), which often differ from ours. Don’t be surprised
when someone says that something needed to be replaced when we said it needed to be repaired,
replaced, upgraded, or monitored. Having something replaced may make more money for the contractor
than just doing a repair. Contractors sometimes say, “I can’t believe you had this building inspected and
they didn’t find this problem.” There may be several reasons for these apparent oversights:
Conditions during inspection - It is difficult for clients to remember the circumstances in the subject
property at the time of the inspection. Clients seldom remember that there was storage everywhere,
making things inaccessible, or that the air conditioning could not be turned on because it was 60°
outside. Contractors do not know what the circumstances were when the inspection was performed.
The wisdom of hindsight - When a problem occurs, it is very easy to have 20/20 hindsight. Anybody can
say that the roof is leaking when it is raining outside and the roof is leaking. In the midst of a hot, dry, or
windy condition, it is virtually impossible to determine if the roof will leak the next time it rains.
Predicting problems is not an exact science and is not part of the inspection process. We are only
documenting the condition of the property at the time of the inspection.
A destructive or invasive examination - The inspection process is non-destructive, and is generally noninvasive. It is performed in this manner because, at the time we inspected the subject property, the
Client did not own, rent, or lease it. A Client cannot authorize the disassembly or destruction of what
does not belong to them. Now, if we spent half an hour under a sink, twisting valves and pulling on
piping, or an hour disassembling a furnace, we may indeed find additional problems. Of course, we could
possibly CAUSE some problems in the process. And, therein lies the quandary. We want to set your
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expectations as to what an inspection is, and what it not.
We are generalists - We are not acting as specialists in any specific trade. The heating and cooling
contractor may indeed have more heating expertise than we do. This is because heating and cooling is all
he’s expected to know. Inspectors are expected to know heating and cooling, plumbing, electricity,
foundations, carpentry, roofing, appliances, etc. That’s why we’re generalists. We’re looking at the forest,
not the individual trees.

GENERAL OVERVIEW
Inspectors are not required to enter any crawlspace areas that are not readily accessible, less than 36”
clearance, wet (electrical shock hazard), or where entry could cause damage or pose a hazard to the
inspector.
We recommend that all attic hatches have a batt of fiberglass insulation installed over them. This will
keep warm moist air from entering the attic, which may cause condensation or even mold. Note that
every attic has mold; mold is everywhere. Some attics have some minor visible mold. This is often a result
of the building process, when materials get wet during construction. If there is extensive mold, or mold
that appears to have grown due to poor maintenance conditions, we will report it to you, the client. If the
hatch is sealed shut when we go to inspect the attic, it can only be unsealed by the owner or their
representative, as our insurance prohibits us from performing any destructive testing or entry. In
accordance with industry and insurance standards, we will not attempt to enter an attic that has no
permanently installed steps or pull-down stairs; less than thirty-six inches of headroom; does not have a
standard floor designed for normal walking; walking, in the inspector’s opinion, may compromise the
ceiling below; is restricted by ducts, or in which the insulation obscures the joists and thereby makes
mobility hazardous, in which case we will inspect the attic as best we can from the access point, with no
comments or evaluations of areas not readily viewed from the hatch area.
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1. General overview & considerations
AC= Appears Condition / INFO= Information / RR= Repair or Replace / CNT=
Could Not Test / IA = Inaccessible
.
The photos inserted in the report are not exhaustive but merely the
representation of relatively few items we photographed for your edification.
These are by no means, photos delineating every issue present during the
inspection.
.
The home was inspected in such a manner that the layout in the report is on the
basis of the position of the house from the street or front door. So if we are
calling a bedroom the right rear bedroom, we are referring to it in relation to
what we are considering the front of the property or house.
.
*The orientation of the structure is from the front door.
Access—
In accordance with industry standards, we will not attempt to enter an attic that
has no
permanently installed steps or pull-down stairs; where there is less than thirtysix inches of headroom;
if there is no standard floor designed for normal walking; if walking, in the
inspector’s opinion, may
compromise the ceiling below; if movement is restricted by air ducts; or if
movement is hazardous due
to joists being obscured by insulation. In such cases, we will inspect the attic as
best we can from the
access point, with no comments or evaluations of areas not readily viewed from
the hatch area.
.
Contact present/previous owners (if at all possible), for any details they can
provide; for instance, any manuals, warranties, or information on any of the
homes systems that could benefit the new owners.
.
Older Residences — We expect residences to be built according to the standard
practices and building codes, if any, that were in use at the date of construction.
Older structures often have areas or systems that do not comply with current
building codes. While this inspection makes every effort to point out safety
concerns, it does not inspect for building code compliance. It is common for
residences of any age to have had repairs done, and some repairs may appear
less than standard. This inspection looks for items that are not functioning as
intended. It does not grade the quality of the repairs. In older residences, the
inspector review the structures from the standpoint of how they fare through
the years with the materials that were used. You can expect problems to
become apparent as time passes. The inspector will not be able to find all
deficiencies in and around a property, especially concerning construction
techniques of the past.
.
Due to the age of some properties, items noted as in need of repair are possible
retrofits or upgrades to operating systems or fixtures already in place. Occupant
health, safety,and welfare should always be the first consideration when repairs
are considered.
.
Any recommendations by the inspector to repair or replace suggests a second
opinion or further inspection by a qualified contractor or professional.
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Handyman are generally not licensed, and do not have to guarantee their work
like a licensed contractor which is required by California state law.

EXTERIOR STRUCTURE
1. Exterior Observations
AC

INFO

RR

CNI

NI

X

Observations:
• A representative sample of exterior components were inspected rather than
every occurrence of components.
• It is important to maintain a property, including exterior wall surfaces, wood
trim, and other hard surfaces. It is particularly important to keep walls sealed,
which provide the only barrier against deterioration, unsealed cracks around
windows, doors, and thresholds can allow moisture intrusion, which is the
principle cause of the deterioration of any surface. We do NOT point out every
window seal that has failed, but in accordance with industry standards we test
at least one unobstructed window in each room, and ensure that at least one is
operable to facilitate an emergency exit.
• The exterior of the structure is clad in vinyl siding.

2. Siding Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• There is mechanical damage to the siding at the front and left rear corner of
the structure.
• Openings in the siding result in water and rodent intrusion in the enclosed
walls damaging wood framing and facilitating an infestation in the residence.

3. Eave and Fascia Condition
AC

INFO

RR

X

CNI

NI

Observations:
• Fungus damage is present at the eaves located at at various areas around the
structure. The termite report is more specific to the exact areas and
recommendations.
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4. Exterior Door Condition
AC

INFO

RR

X

X

CNI

NI

Observations:
• The exterior door to the front bedroom is screwed shut, and thus could not be
evaluated.
• The rear exterior door is fungus damaged and needs replacement.
• There is a sizeable gap between the door and the floor at the entry. This
opening allows the entry of rodents into the interior and also without sealing it
there will be continued energy loss. We recommend the installation of a
sufficient weatherstrip.

5. Single Pane Windows
AC

INFO

RR

X

X

CNI

NI

Observations:
• There is a mixture of double pane and single pane widows in the residence.
• Window putty that is missing should really be replaced to keep the panes in
the frames.
• There is fungus damage on the window framing on the right side.
• The windows are, for the most part, original and are in need of replacement as
none of the original windows open, many have damage to the framing, broken
sash balances, and cracked window panes.
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6. Stair / Step & Porch Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• Fungus damage is present at the front porch, to various wood framing
members, which should be corrected by a qualified and licensed contractor.

7. Exterior Closets
AC

INFO

RR

CNI

NI

X

Observations:
• The exterior water heater closet is extensively fungus damaged. We
recommend a licensed and qualified contractor to repair or replace the
aforementioned item.

8. Foundation Vents
AC

INFO

RR

X

CNI

NI

Observations:
• One or more foundation vents are damaged and should be replaced to keep
rodents and other animals out of the subarea.

EXTERIOR GROUNDS
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1. Gate Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The gates are in need of repair at the rear of the structure.

2. Fence Condition
AC

INFO

RR

CNI

NI

X

Observations:
• Damage exists to the fences and we recommend an evaluation for repair or
replacement as necessary.

3. Condition of Drainage
AC

INFO

RR

X

X

CNI

NI

Observations:
• Drainage: hard surfaces, percolation, partial or full gutter system.
• One or more gutter end caps are missing; needing replacement.
• One or more downspouts terminate too high from the grade. This causes
erosion of the soil, possible undermining of the foundation footing and / or
damage to wood siding. The downspout should be extended to a few inches of
the grade and fitted with an elbow that directs the water away from the house.
The use of a spashblock is recommended.
• A downspout is damaged at the left front corner of the structure and as a
result is likely contributing to the fungus damage to the wood framing members
below. This needs replacement.

One or more downspouts terminate too
high from the grade. This causes erosion of
the soil, possible undermining of the
foundation footing and / or damage to wood
siding. The downspout should be extended
to a few inches of the grade and fitted with
an elbow that directs the water away from
the house. The use of a spashblock is
recommended.

SUB STRUCTURE
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1. General Foundation Observations
AC

INFO

RR

CNI

NI

X

Observations:
• All structures are dependent on the soil beneath them for support, but soils
are not uniform. Some that might appear to be firm and solid can liquefy and
become unstable during seismic activity. Also, there are soils that can expand to
twice their volume with the influx of water and move structures with relative
ease, raising and lowering them and fracturing slabs and other hard surfaces. In
fact, expansive soils
have accounted for more structural damage than most natural disasters.
Regardless, foundations are not uniform, and conform to the structural
standard of the year in which they were built. In accordance with our standards
of practice, we identify foundation types and look for any evidence of structural
deficiencies. However, cracks or deteriorated surfaces in foundations are quite
common. In fact, it would
be rare to find a raised foundation wall that was not cracked or deteriorated in
some way, or a slab foundation that did not include some cracks concealed
beneath the carpeting and padding. Fortunately, most of these cracks are
related to the curing process or to common settling, including some wide ones
called cold-joint separations that typically contour the footings, but others can
be more structurally significant and reveal the presence of expansive soils that
can predicate more or less continual
movement. We will certainly alert you to any suspicious cracks if they are
clearly visible. However, we are not specialists, and in the absence of any major
defects we may not recommend that you consult with a foundation contractor, a
structural engineer, or a geologist, but this should not deter you from seeking
the opinion of any such expert.
• The residence is served by a poured concrete foundation also known as a
concrete perimeter foundation.
• The foundation is raised and bolted but not likely up to current standards.

2. Foundations
AC

INFO

X

X

RR

CNI

NI

Observations:
• The foundation is in acceptable condition.
• The brick retaining wall is in acceptable condition, however the termite report
noted termite activity to the wood form boards at the retaining wall, thus we
defer to their expertise in the recommendation for taking care of that.

3. Pier Posts and Piers
AC

INFO

RR

CNI

NI

X

Observations:
• The posts and piers are in acceptable condition.

4. Crawlspace
AC

INFO

RR

X

CNI

NI

Observations:
• All wood debris or cellulose material should be removed from the crawl space.
Organic debris around a property increases risk of termite activity or fungi.
• Safety Issue- Broken glass is present in the crawlspace. This should be
carefully removed to prevent injury to anyone working in the crawlspace.
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5. Intermediate Framing Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• Fungus damage is present at the wood framing members at the left front
corner of the crawlspace. We recommend the services of a qualified, licensed
contractor for the repair or replacement of the aforementioned item(s).
• Fungus damage is present at the sheathing, at the front of the crawlspace.

ROOF
1. General Comments
Materials:
• The roof is to be inspected by a licensed roofer.
• The materials used for the roof are:
• * Three-tab composition shingles and the lifespan of this material is about 20
years.

2. Composition Shingle Roofs
AC

INFO

RR

CNI

NI

X

Observations:
• Damage to the roofing material is present at various areas of the roof. We
recommend a further evaluation by a licensed roofer to determine the extent of
the damaged shingles and the costs for the repairs. We also recommend a
certification for the roof.

3. Roof Flashing
AC

INFO

RR

CNI

NI

X
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4. Roof Penetration Condtions
AC

INFO

RR

X

X

CNI

NI

Observations:
• A vent flue pipe is very tall and unsupported. This could topple in a wind
storm and so it should be stabilized with guy wires.
• Roof sealant is present at the vent flashings indicating that there may have
been some leakage. This should be corrected by a licensed roofer.
• The plumbing jack rubber rain boots have deteriorated and they should be
replaced. I recommend the services of a qualified, licensed roofer for the
evaluation and repair or replacement of the aforementioned item(s).
• The plumbing jack rubber rain boots are missing and they should be replaced.
I recommend the services of a qualified, licensed roofer for the evaluation and
repair or replacement of the aforementioned item(s).

ATTICS
1. General Attic Comments
AC

INFO

RR

CNI

NI

X

Observations:
• The attic area referred to is accessed in the laundry room.
• In accordance with our standards, we do not attempt to enter attics that have
less than thirty-six inches of headroom, are restricted by ducts, or in which the
insulation obscures the joists and thereby makes mobility hazardous, in which
case we would inspect them as best we can from the access point. In regard to
evaluating the type and amount of insulation on the attic floor, we use only
generic terms and
approximate measurements, and do not sample or test the material for specific
identification. Also, we do not disturb or move any portion of it, and it may well
obscure water pipes, electrical conduits, junction boxes, exhaust fans, and other
components While observing the attic, I try to see or take photos of all areas,
inspect all accessible roof framing, visually inspect heating and cooling
equipment and distribution ducts, look closely at the roof sheathing, document
possible roof penetration leaks, make recommendations to upgrade the
ventilation to allow the attic area to breathe. I make every effort to reach areas
where bathroom, kitchen, furnace and laundry ventilation piping-ducts are
installed, to make sure they are installed correctly and terminate above the roof
properly. Any visible electrical connections which are not installed correctly are
considered latent hazards and are reported as such.
• We performed a visual inspection from the access opening only, under limited
lighting conditions. Therefore, the attic was not fully inspected due to insulation
covering the lower wood members of the attic. For this reason, defects may be
discovered at a later date.

2. Attic Framing Condition
AC

X

INFO

RR

CNI

NI

Observations:
• The visible portions of the framing are in acceptable condition, and would
conform to the standards of the year in which they were constructed.
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3. Exterior Vent Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The disconnected turbine vent will need to be repaired as rain can readily
enter the attic area. It is also possible that raccoons and opossum can enter the
attic with the turbine disconnected. This should be corrected as soon as
possible.

4. Attic Insulation Condition
AC

INFO

X

RR

CNI

NI

Observations:
• Insulation/ventilation type and levels in concealed areas are not inspected.
Insulation and vapor barriers are not disturbed and no destructive tests (such
as cutting openings in walls to look for insulation) are performed.
• The attic area(s) are insulated with one or more of the following materials:
• *Fiberglass batts.
• *Insulation averages about 6-8 inches in depth
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5. Electrical Conditions
AC

INFO

RR

X

X

CNI

NI

Observations:
• Knob and tube wiring was observed in this home. This type of wiring was
standard at the time of construction, and unless otherwise noted, appears to be
in serviceable condition.
• Safety Issue - There is unprotected electrical conduit within six feet of the attic
access that is typically required to be shielded to prevent damage or a triphazard, and which you may wish to have it serviced to comply. I recommend the
services of a qualified, licensed electrician for the evaluation and repair or
replacement of the aforementioned item(s).

PLUMBING
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1. Condition of Plumbing
AC

INFO

RR

CNI

NI

X

Observations:
• The water pressure to the residence is 60 psi.
• The gas meter is located at the rear of the structure.
• We recommend a wrench, seismic shut-off valve or a seismic restrictor in the
event of a significant earthquake that may cause damage to the gas lines in the
house or on the property.
• The potable supply lines are both copper and galvanized.
• The waste line material is ABS pipe.

2. Spigots and Shut-Off Valve Condition
AC

INFO

RR

CNI

NI

X

Observations:
• The water shut-off is in acceptable condition.
• The hose spigots are in acceptable condition.

3. Supply System Conditions
AC

INFO

RR

X

CNI

NI

Observations:
• Two leaks are present at couplings in the crawlspace under the laundry in the
crawlspace. I recommend the services of a qualified, licensed plumber for the
evaluation and repair or replacement of the aforementioned item(s).
• Copper and galvanized pipe should never come into contact with one another
because they are dissimilar metals. This contact can result in a condition known
as electrolysis that will speed the demise of the pipe. A dielectric union placed
between the copper and the galvanized pipe will make for an acceptable
connection.
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4. Waste Pipe Condition
AC

INFO

RR

CNI

NI

X

Observations:
• A waste line cleanout cap is damaged and will need to be replaced as it
provides entry of debris and rodents. The cleanout located in the backyard.
• The sewage clean-out is damaged and will need to be replaced as it provides
entry of debris and rodents. The cleanout located at the right rear corner.

5. Meter Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The gas meter is in acceptable condition.

6. Gas Pipe Conditions
AC

X

INFO

RR

CNI

NI

Observations:
• The visible portions of gas piping appear to be functional.

WATER HEATER
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1. Water Heater Observations
AC

INFO

RR

CNI

NI

X

Observations:
• The water heater is a 40 gallon, new unit located in an exterior closet.
• Water heaters fail without warning and it is difficult to predict the remaining
life. Most manufacturers predict a normal life expectancy of 8-12 years,
however, rust deposits are present on units even newer than this. Water heaters
might fail within a few weeks after the inspection or then again they might not
fail for several years. If the water tank (not connecting pipes) starts leaking,
replacement will usually be required.
If you don't have a home warranty policy, you should consider purchasing one
as they will cover the water heater should fail.
• Water heater TPR valves should be tested periodically (as recommended by
the manufacturer). There is a small lever on the top of the valve, which opens
the valve when lifted.
BUT - most of the home owners never do it, and any type of valve tested for the
first time after long period of time might not close anymore and will keep
leaking.

2. Combustion Chamber Condition
AC

INFO

RR

CNI

NI

X

Observations:
• The combustion chamber appears to in functional condition.

3. Gas Line Condition
AC

INFO

RR

CNI

NI

X

Observations:
• The gas valve and line are in acceptable condition.

4. Drain Valve Condition
AC

INFO

RR

CNI

NI

X

Observations:
• The drain valve is in acceptable condition.

5. Exhaust Flue Condition
AC

INFO

RR

CNI

NI

X

Observations:
• The exhaust flue is in acceptable condition.

6. TPR Condition
AC

INFO

RR

X

CNI

NI

Observations:
• The discharge pipe has not been installed in a workmanlike manner. An
emergency discharge of hot water / steam might cause severe injury. The
discharge pipe serving the Temperature and Pressure Relief (TPR) valve for the
water heater should extend to the exterior and should terminate not less than 6
inches or more than 24 inches above the floor or grade. However this may not
be possible and so in such circumstances, it should extend to the floor no closer
than 6 inches and no more than 24 inches from the floor.
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7. Water Line Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The water shut-off valve and water lines are in acceptable condition.

8. Seismic Strapping Conditions
AC

INFO

RR

X

CNI

NI

Observations:
• Safety Issue - The water heater is not braced to the wall which is an important
for seismic safety.
This is the recommendation for the installation of the seismic straps. There
should be very little space between the water heater and the wall. If there is
more than 1 or 2 inches, attach a wooden block to the wall studs with long lag
screws. The purpose is to prevent the heater from tipping backwards.
You need two straps for the lower and upper third of the tank for 30-50 gallon
tanks. The metal strap should be at least 3/4" wide. Wrap the heavy-gauge
metal (22 gauge), strapping 1½ times around the tank. Start by placing the
strapping at the back of the tank. Bring it to the front and then take it back to the
wall.
Secure this strapping to the wall studs or the wood block using several 1/4" x 3"
or longer lag screws with oversized washers. If you are securing it directly into
concrete, use 1/4" expansion bolts in place of the screws.
Replace all copper and metal piping with flexible natural gas and water line
connectors. (UPC 508.2)

HEATING SYSTEMS
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1. Furnace Condition
AC

INFO

RR

CNI

NI

X

Observations:
• A wall furnace is present in the living room. We couldn't determine the dale of
manufacture. The average life expectancy is 20 years.
• *Williams wall furnaces will need a further inspection by PG&E as I could not
ascertain the date of manufacture.
In December 1994, PG&E became aware that the heat exchangers in some of the
wall furnaces manufactured by Williams might be prematurely wearing out,
resulting in a possible safety hazard. Inspections revealed a number of
instances of failing heat exchangers. Williams natural gas wall furnaces installed
between 1988 and 1994 were discovered to be defective. As the date of the
manufacture of the wall furnace unit(s) could not be ascertained at the time of
the inspection, they should be inspected by PG&E. Furthermore, the burners are
not tested to determine is they can still be adjusted or whether the burner is
clean. These items can be elaborated on in detail by the service person at the
time the wall furnace is inspected.

2. Thermostat Condition
AC

INFO

RR

CNI

NI

X

Observations:
• The thermostat has been tested and is in acceptable condition.

3. Thermostat Condition
AC

X

INFO

RR

CNI

NI

Observations:
• The thermostat has been tested and is in acceptable condition.

INTERIOR
Interior Purpose: The Interior section covers areas of the house that are not considered part of the
Bathrooms, Bedrooms, Kitchen or areas covered elsewhere in the report. Interior areas usually consist of
hallways, foyer, and other open areas. Within these areas the inspector is performing a visual inspection
and will report visible damage, wear and tear, and moisture problems if seen. Personal items in the
structure may prevent the inspector from viewing all areas on the interior.
The inspector does not usually test for mold or other hazardous materials. A qualified expert should be
consulted if you would like further testing.
General Comments on the Interior: This inspection does not include testing for radon, mold or other
hazardous materials unless specifically requested.
Plumbing is an important concern in any structure. Moisture in the air and leaks can cause mildew,
wallpaper and paint to peel, and other problems. The home inspector will identify as many issues as
possible but some problems may be undetectable due to problems within the walls or under the flooring.
Note that if in a rural location, sewer service and/or water service might be provided by private waste
disposal system and/or well. Inspection, testing, analysis, or opinion of condition and function of private
waste disposal systems and wells is not within the scope of a home inspection. Recommend consulting
with seller concerning private systems and inspection, if present, by appropriate licensed professional
familiar with such private systems. If a Septic System is on the property, pumping is generally
recommended prior to purchase, and then every three years.
Interior areas consist of bedrooms, baths, kitchen, laundry, hallways, foyer, and other open areas. All
exposed walls, ceilings and floors will be inspected. Doors and windows will also be investigated for
damage and normal operation. Although excluded from inspection requirements, we will inform you of
obvious broken gas seals in windows. Please realize that they are not always visible, due to temperature,
humidity, window coverings, light source, etc. Your inspection will report visible damage, wear and tear,
and moisture problems if seen. Personal items in the structure may prevent the inspector from viewing
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all areas, as the inspector will not move personal items.
An inspection does not include the identification of, or research for, appliances and other items that may
have been recalled or have had a consumer safety alert issued about it. Any comments made in the
report are regarding well known notices and are provided as a courtesy only. Product recalls and
consumer product safety alerts are added almost daily by the Consumer Product Safety Commission. We
recommend visiting the following Internet site if recalls are a concern to you: http://www.cpsc.gov.

1. Interior Information
AC

INFO

RR

X

CNI

NI

X

Observations:
• The walls and ceilings have been recently painted and the carpets have been
replaced in most areas; these hinder our ability to accurately inspect these areas
for any potential problems, like leaks and damage.
• Given the age of the residence, lead-based paint could be present. In fact, any
residence built before 1978 should not be assumed to be free from these and
other well-known contaminants. Regardless, we do not have the expertise or
the authority to detect the presence of environmental contaminants, but if this
is a concern you should consult with an environmental hygienist, and
particularly if you intend to remodel any area of the residence.

2. Floor Conditions
AC

INFO

X

X

RR

CNI

NI

Observations:
• The floor structure is sloping a bit in various areas. This condition is common.
It may be the result of the materials, framing design, installation methods and
the settling of the building. There was not evidence of need for immediate,
costly repair. Any further concern should be brought to the attention of a
general contractor specializing in framing concerns.
• The floor coverings are in acceptable condition.

3. Ceiling and Wall Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The walls and ceilings are in acceptable condition.

4. Fixture Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The fan is not functional.

5. Smoke & Fire detectors
AC

INFO

RR

CNI

NI

X

Observations:
• The smoke detector is in acceptable condition.

6. Carbon Monoxide detectors
AC

X

INFO

RR

CNI

NI

Observations:
• The carbon monoxide detector was tested and in acceptable condition at time
of inspection, but only the siren was tested, not the carbon monoxide sensor.
After 5 years of operation, carbon monoxide detectors should be replaced,
because they wear out. If a carbon monoxide detector sets its alarm from
exposure to CO, it is no longer considered efficient to use as its sensor
mechanism will have been depleted.
Manufacturers recommend the testing of detectors regularly.
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LAUNDRY
1. General Laundry Room Assessment
AC

INFO

RR

CNI

NI

X

Observations:
• A 220 volt receptacle has been provided for the dryer.

2. Floor Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The floor covering is in acceptable condition.

3. Ceiling and Wall Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The walls and ceiling are in acceptable condition.

4. Plumbing Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• A "P" trap is missing at the laundry room. This important in that it keeps
noxious gases from entering the residence.

5. Dryer Vent Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The backdraft is damaged and will have to be replaced.

BEDROOMS
Bedrooms: The main area of inspection in the bedrooms is the structural system. This means that all
walls, ceilings and floors will be inspected. Doors and windows will also be investigated for damage and
normal operation. Personal items in the bedroom may prevent all areas to be inspected as the inspector
will not move personal items.

1. Door Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The doors are coming into contact with or are getting stuck at the door jambs.
The doors will need to be shaved, trimmed or to have the hinges adjusted in
order to close and open in an acceptable manner.
• The striker plate is missing and it will need replacement in the master
bedroom.

2. Floor Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The floor coverings are in acceptable condition.

3. Ceiling and Wall Conditions
AC

X

INFO

RR

CNI

NI

Observations:
• The walls and ceilings are in acceptable condition.
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4. Closet Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• Safety Issue- The crawlspace hatch is damaged in the front bedroom closet,
and will need repair or replacement.

5. Smoke Detectors
AC

INFO

RR

CNI

NI

X

Observations:
• Safety Issue - A smoke detector is missing at the master bedroom. The
residence should conform with the current community requirements.

BATHROOMS
Bathrooms: Bathrooms can consist of many features from spa tubs and showers to toilets and bidets.
Because of all the plumbing involved it is an important area of the house to look over. Moisture in the air
and leaks can cause mildew, wallpaper and paint to peel, and other problems. The home inspector will
identify as many issues as possible but some problems may be undetectable due to problems within the
walls or under the flooring..

1. Door Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The door is coming into contact with or is getting stuck at the door jamb in the
master bathroom. The door will need to be shaved, trimmed or to have the
hinges adjusted in order to close and open in an acceptable manner.

2. Floor Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• We recommend caulking the floor where it meets the base of the tub or
shower in the master bathroom.
• Floor is not level and this may be due to the age of the house or due to
construction practices. This condition is fairly common and it is of little
consequence.

3. Ceiling and Wall Conditions
AC

X

INFO

RR

CNI

NI

Observations:
• The walls and ceilings are in acceptable condition.
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4. Light Fixtures
AC

INFO

RR

CNI

NI

Observations:
• A light fixture is not functional in the master bathroom and the issue may only
be a burnt out bulb. You should try a new bulb before you determine that you
should have an electrician evaluate the fixture.

NI

Observations:
• A GFCI is installed and functional. This GFCI is wired to the other bathrooms;
giving them the same protection offered in this bathroom. A ground fault occurs
when the flow of current is not balanced between the hot wire and neutral wire.
A specially designed outlet called a GFI (ground fault interrupter) is used that
detects this and disconnects a circuit. A GFI is used where water is within five
feet of the outlet. This outlet has a test button and a reset button built into it.
The installation of ground fault circuit interrupter (GFCI) devices are needed on
exterior, garage, laundry, bathroom and some kitchen outlets. Any whirlpool,
pond, waterfall or swimming pool equipment should also be fitted with GFCI's.
A ground fault circuit interrupter (GFCI) offers protection from shock or
electrocution.

NI

Observations:
• The toilet is in acceptable condition.

X

5. Outlets
AC

INFO

RR

CNI

X

6. Toilets
AC

INFO

RR

CNI

X

7. Sink Conditions
AC

INFO

X

RR

CNI

NI

Observations:
• We tested and evaluated the sink at the time of the inspection and it is in
acceptable condition.
• The plunger is inoperable, but it can be easily repaired in the master
bathroom.

NI

Observations:
• We tested and evaluated the faucets at the time of the inspection and they are
in acceptable condition.

X

8. Faucets
AC

INFO

RR

CNI

X

9. Plumbing Conditions
AC

X

INFO

RR

X

CNI

NI

Observations:
• The supply valves and lines are in acceptable condition.
• The toilet supply line escutcheon is missing which may result in water
penetration to the interior structure and deterioration of the wall or an access
for rodents. This should be replaced which is fairly simple and inexpensive.
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10. Cabinet Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The cabinets and counter tops were evaluated and determined to be in
acceptable condition.

11. Shower Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The shower fixtures are in acceptable condition.

12. Enclosure Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The shower walls are in acceptable condition.

13. Spas and Bathtubs
AC

X

INFO

RR

CNI

NI

Observations:
• The bathtub was evaluated at the time of the inspection and it is in acceptable
condition.

KITCHEN
The kitchen is used for food preparation and often for entertainment. Kitchens typically include a
stove, dishwasher, sink and other appliances.
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1. Acceptable Kitchen Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• We test kitchen appliances for their functionality, and cannot evaluate them
for their performance nor for the variety of their settings or cycles. However, if
they are older than ten years, they may well exhibit decreased efficiency. Also,
many older gas and electric ranges are not secured and can be easily tipped,
particularly when any weight is applied to an open range door, and all such
appliances should be confirmed to be secure. Regardless, we do not inspect the
following items: free-standing appliances,
refrigerators, trash compactors, built-in toasters, coffee makers, can openers,
blenders, instant hot water dispensers, water purifiers, barbecues, grills or
rotisseries, timers, clocks, thermostats, the self cleaning capability of ovens, and
concealed or countertop lighting, which is convenient but often installed after
the initial construction and not wired to national electrical standards.

2. Floor Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The floor covering is in acceptable condition.

3. Ceiling and Wall Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The walls and ceiling are in acceptable condition.

4. Fixture Conditions
AC

INFO

RR

CNI

NI

Observations:
• The light is in acceptable condition.

NI

Observations:
• We tested and evaluated the outlets at the time of the inspection and they are
in acceptable condition.

X

5. Outlets
AC

INFO

RR

CNI

X

6. Sink Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The sink is in acceptable condition.
• We tested and evaluated the faucet at the time of the inspection it is in
acceptable condition.

7. Plumbing Conditions
AC

INFO

RR

X

CNI

NI

Observations:
• The water pressure is unacceptable and this may be due to angle valves that
will need to be replaced or the result of corroded galvanized pipes.
• The escutcheons are missing under the sink which may result in water
penetration to the interior structure and deterioration of the wall or an access
for rodents. These should be replaced which is fairly simple and inexpensive.
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8. Cabinet Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• The cabinets and counter tops were evaluated and determined to be in
acceptable condition.

9. Cook Top Condition
AC

INFO

RR

CNI

NI

X

Observations:
• We tested and evaluated the cook-top at the time of the inspection it is in
acceptable condition.

10. Oven Conditions
AC

INFO

RR

CNI

NI

X

Observations:
• We tested and evaluated the oven at the time of the inspection and it is in
acceptable condition.

11. Exhaust Fan Conditions
AC

INFO

X

RR

CNI

NI

Observations:
• The hood fan doesn't vent to the exterior. We recommend that it be vented to
the exterior because a gas appliance is present.
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SUMMARY OF REPORT
SUMMARY OF REPORT
Summary: The summary below consists of potentially significant findings. These findings can be a safety
hazard, a deficiency requiring a major expenses to correct or items I would like to draw extra attention
to. The summary is not a complete listing of all the findings in the report, and reflects the opinion of the
inspector. Please review all of the pages of the report as the summary alone does not explain all the
issues. All repairs must be done by a licensed &bonded trade or profession. I recommend obtaining a
copy of all receipts, warranties and permits for the work done.
Summary: On this page you will find, in RED, a brief summary of any CRITICAL concerns of the
inspection, as they relate to Safety and Function. Examples would be bare electrical wires, or active drain
leaks. The complete list of items noted is found throughout the body of the report, including Normal
Maintenance items. Be sure to read your entire report!
For your safety and liability, we recommend that you hire only licensed contractors when having any
work done. If the living area has been remodeled or part of an addition, we recommend that you verify
the permit and certificate of occupancy. This is important because our inspection does not tacitly
approve, endorse, or guarantee the integrity of any work that was done without a permit, and latent
defects could exist.
Depending upon your needs and those who will be on this property, items listed in the body of the report
may also be a concern for you; be sure to read your Inspection Report in its entirety.
Note: If there are no comments in RED below, there were no CRITICAL system or safety concerns with
this property at the time of inspection.

EXTERIOR STRUCTURE
Page 6 Item: 2

Siding Conditions

Page 6 Item: 3

Eave and Fascia
Condition

Page 7 Item: 4

Exterior Door
Condition

Page 7 Item: 5

Single Pane
Windows

Page 8 Item: 6

Stair / Step &
Porch Conditions

Page 8 Item: 7

Exterior Closets

Page 8 Item: 8

Foundation Vents

• There is mechanical damage to the siding at the front and left
rear corner of the structure.
• Openings in the siding result in water and rodent intrusion in
the enclosed walls damaging wood framing and facilitating an
infestation in the residence.
• Fungus damage is present at the eaves located at at various
areas around the structure. The termite report is more specific
to the exact areas and recommendations.
• The rear exterior door is fungus damaged and needs
replacement.
• There is a sizeable gap between the door and the floor at the
entry. This opening allows the entry of rodents into the interior
and also without sealing it there will be continued energy loss.
We recommend the installation of a sufficient weatherstrip.
• Window putty that is missing should really be replaced to keep
the panes in the frames.
• There is fungus damage on the window framing on the right
side.
• The windows are, for the most part, original and are in need of
replacement as none of the original windows open, many have
damage to the framing, broken sash balances, and cracked
window panes.
• Fungus damage is present at the front porch, to various wood
framing members, which should be corrected by a qualified and
licensed contractor.
• The exterior water heater closet is extensively fungus
damaged. We recommend a licensed and qualified contractor to
repair or replace the aforementioned item.
• One or more foundation vents are damaged and should be
replaced to keep rodents and other animals out of the subarea.
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EXTERIOR GROUNDS
Page 9 Item: 1
Page 9 Item: 2

Gate Conditions
Fence Condition

Page 9 Item: 3

Condition of
Drainage

• The gates are in need of repair at the rear of the structure.
• Damage exists to the fences and we recommend an evaluation
for repair or replacement as necessary.
• One or more gutter end caps are missing; needing
replacement.
• One or more downspouts terminate too high from the grade.
This causes erosion of the soil, possible undermining of the
foundation footing and / or damage to wood siding. The
downspout should be extended to a few inches of the grade and
fitted with an elbow that directs the water away from the house.
The use of a spashblock is recommended.
• A downspout is damaged at the left front corner of the
structure and as a result is likely contributing to the fungus
damage to the wood framing members below. This needs
replacement.

SUB STRUCTURE
Page 10 Item: 4

Crawlspace

Page 11 Item: 5

Intermediate
Framing
Conditions

• All wood debris or cellulose material should be removed from
the crawl space. Organic debris around a property increases risk
of termite activity or fungi.
• Safety Issue- Broken glass is present in the crawlspace. This
should be carefully removed to prevent injury to anyone
working in the crawlspace.
• Fungus damage is present at the wood framing members at the
left front corner of the crawlspace. We recommend the services
of a qualified, licensed contractor for the repair or replacement
of the aforementioned item(s).
• Fungus damage is present at the sheathing, at the front of the
crawlspace.

ROOF
Page 11 Item: 2

Composition
Shingle Roofs

Page 12 Item: 4

Roof Penetration
Condtions

• Damage to the roofing material is present at various areas of
the roof. We recommend a further evaluation by a licensed
roofer to determine the extent of the damaged shingles and the
costs for the repairs. We also recommend a certification for the
roof.
• Roof sealant is present at the vent flashings indicating that
there may have been some leakage. This should be corrected by
a licensed roofer.
• The plumbing jack rubber rain boots have deteriorated and
they should be replaced. I recommend the services of a qualified,
licensed roofer for the evaluation and repair or replacement of
the aforementioned item(s).
• The plumbing jack rubber rain boots are missing and they
should be replaced. I recommend the services of a qualified,
licensed roofer for the evaluation and repair or replacement of
the aforementioned item(s).

ATTICS
Page 13 Item: 3

Exterior Vent
Conditions

• The disconnected turbine vent will need to be repaired as rain
can readily enter the attic area. It is also possible that raccoons
and opossum can enter the attic with the turbine disconnected.
This should be corrected as soon as possible.
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Electrical
Conditions

• Safety Issue - There is unprotected electrical conduit within six
feet of the attic access that is typically required to be shielded to
prevent damage or a trip-hazard, and which you may wish to
have it serviced to comply. I recommend the services of a
qualified, licensed electrician for the evaluation and repair or
replacement of the aforementioned item(s).

Page 15 Item: 3

Supply System
Conditions

• Two leaks are present at couplings in the crawlspace under the
laundry in the crawlspace. I recommend the services of a
qualified, licensed plumber for the evaluation and repair or
replacement of the aforementioned item(s).
• Copper and galvanized pipe should never come into contact
with one another because they are dissimilar metals. This
contact can result in a condition known as electrolysis that will
speed the demise of the pipe. A dielectric union placed between
the copper and the galvanized pipe will make for an acceptable
connection.

Page 16 Item: 4

Waste Pipe
Condition

• A waste line cleanout cap is damaged and will need to be
replaced as it provides entry of debris and rodents. The cleanout
located in the backyard.
• The sewage clean-out is damaged and will need to be replaced
as it provides entry of debris and rodents. The cleanout located
at the right rear corner.

Page 14 Item: 5

PLUMBING

WATER HEATER
• The discharge pipe has not been installed in a workmanlike
manner. An emergency discharge of hot water / steam might
cause severe injury. The discharge pipe serving the Temperature
and Pressure Relief (TPR) valve for the water heater should
extend to the exterior and should terminate not less than 6
inches or more than 24 inches above the floor or grade.
However this may not be possible and so in such circumstances,
it should extend to the floor no closer than 6 inches and no more
than 24 inches from the floor.

Page 17 Item: 6

TPR Condition

Page 18 Item: 8

Seismic Strapping • Safety Issue - The water heater is not braced to the wall which
Conditions
is an important for seismic safety.
This is the recommendation for the installation of the seismic
straps. There should be very little space between the water
heater and the wall. If there is more than 1 or 2 inches, attach a
wooden block to the wall studs with long lag screws. The
purpose is to prevent the heater from tipping backwards.
You need two straps for the lower and upper third of the tank
for 30-50 gallon tanks. The metal strap should be at least 3/4"
wide. Wrap the heavy-gauge metal (22 gauge), strapping 1½
times around the tank. Start by placing the strapping at the back
of the tank. Bring it to the front and then take it back to the wall.
Secure this strapping to the wall studs or the wood block using
several 1/4" x 3" or longer lag screws with oversized washers. If
you are securing it directly into concrete, use 1/4" expansion
bolts in place of the screws.
Replace all copper and metal piping with flexible natural gas and
water line connectors. (UPC 508.2)
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INTERIOR
Page 20 Item: 4

Fixture Conditions • The fan is not functional.

LAUNDRY
Page 21 Item: 4
Page 21 Item: 5

Plumbing
Conditions
Dryer Vent
Conditions

• A "P" trap is missing at the laundry room. This important in
that it keeps noxious gases from entering the residence.
• The backdraft is damaged and will have to be replaced.

BEDROOMS
Page 21 Item: 1

Door Conditions

Page 22 Item: 4

Closet Conditions

Page 22 Item: 5

Smoke Detectors

• The doors are coming into contact with or are getting stuck at
the door jambs. The doors will need to be shaved, trimmed or to
have the hinges adjusted in order to close and open in an
acceptable manner.
• The striker plate is missing and it will need replacement in the
master bedroom.
• Safety Issue- The crawlspace hatch is damaged in the front
bedroom closet, and will need repair or replacement.
• Safety Issue - A smoke detector is missing at the master
bedroom. The residence should conform with the current
community requirements.

BATHROOMS
Page 22 Item: 1

Door Conditions

Page 23 Item: 4

Light Fixtures

Page 23 Item: 7

Sink Conditions

Page 23 Item: 9

Plumbing
Conditions

• The door is coming into contact with or is getting stuck at the
door jamb in the master bathroom. The door will need to be
shaved, trimmed or to have the hinges adjusted in order to close
and open in an acceptable manner.
• A light fixture is not functional in the master bathroom and the
issue may only be a burnt out bulb. You should try a new bulb
before you determine that you should have an electrician
evaluate the fixture.
• The plunger is inoperable, but it can be easily repaired in the
master bathroom.
• The toilet supply line escutcheon is missing which may result
in water penetration to the interior structure and deterioration
of the wall or an access for rodents. This should be replaced
which is fairly simple and inexpensive.

KITCHEN
Page 25 Item: 7

Plumbing
Conditions

• The water pressure is unacceptable and this may be due to
angle valves that will need to be replaced or the result of
corroded galvanized pipes.
• The escutcheons are missing under the sink which may result
in water penetration to the interior structure and deterioration
of the wall or an access for rodents. These should be replaced
which is fairly simple and inexpensive.
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